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Aprilia RSV4 RR/ RF (Euro4) 

 
 

Italiano English 

Lo scarico originale Aprilia è dotato di valvola allo scarico. 
L’installazione di uno degli scarichi Arrow richiede la 

rimozione della valvola allo scarico. Il sistema di 
diagnostica interna (EOBD) segnala il mancato 

funzionamento della valvola mediante il messaggio di 
errore sul display e la centralina può entrare in modalità 

“protezione”. Installando uno degli scarichi Arrow 
disponibili per RSV4 RR/RF (modelli Euro4) è 

raccomandata l’installazione di una mappatura / 
centralina che escluda la funzione valvola o, in alternativa, 

l’utilizzo di un emulatore elettronico della valvola allo 
scarico, disponibile sul mercato 

Aprilia original exhaust system comes with an exhaust 
valve. Installing any of the Arrow exhausts it is needed to 

remove the exhaust valve. Internal diagnostic system 
(EOBD) will notice the malfunction of the valve system 
with a warning message on bike display and ECU can 

enter “recovery” mode.  

When installing any one of Arrow exhausts for RSV4 RR / 
RF (Euro4 models) it is recommended to install a map / 
ECU de-activating valve function or, as an alternative, to 
install an exhaust valve emulator system, available in the 

market 

 


